
            TECHNICAL SPECIFICATIONS 
 

Welcome to Theatre503! 

This document should give you all the technical information required for your production. If 
further information is required, or you would like to book a visit to the space in advance of 
your get-in, please email info@theatre503.com with the subject line ‘Technical 
Specifications Enquiry’. We would expect at least one site visit from the Production Manager 
(and where possible, the creative team) before the get-in. 

We hold a fluctuating stock of consumables (e.g. tape, paint, screws, etc.) at the venue, 
oftentimes left over from previous productions. If you require something specific, we 
recommend bringing your own supplies but do get in contact with the team with any 
questions or enquiries. 
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            TECHNICAL SPECIFICATIONS 
 

ACCESS 

Theatre503 is situated above The Latchmere pub. 
 
If you need to access the theatre before 11:00, call 020 7978 7040 for access through the black side 
door, next to the Latchmere’s beer garden (///exist.quick.snap). 
 
Scenic access is via the metal fire escape stairs, accessed via Latchmere road (between 10:00-18:00). 
There are 10 steps, a 90˚ turn, and then 16 steps to the theatre floor (each step is approximately 
110mm wide). No scenic access is allowed through the Latchmere pub. 
 
All set and equipment brought into the theatre must fit through a single door. 
 
Access doorway dimensions:​ ​ ​ To stage 0.86m x 1.88m 

To pub 0.87m x 1.98 
Double fire escape  1.17m x 2.06m 

 
Auditorium Doorway dimensions:​ ​ From FOH 0.86m x 1.88m 
 ​ ​ ​ ​ ​ ​ From backstage hall 0.77mx 2.00m 
 
Workshop doors:   ​ ​ ​ ​ To Backstage hall 0.83m x 2.00m 
​ ​ ​ ​ ​ ​ To FOH 0.84m x 2.01m 
 
Please keep all corridors in the building clear in case of emergencies. Do not prop open any of the 
fire doors as this is illegal and poses a safety risk to the residents upstairs and the pub. 
 
Please note there is no private parking or any parking bays on Latchmere Road as it is on a red 
route. You can park on nearby Atherton Road to unload as per this route. 
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STAGE & BUILD 

 
The performance area is approx. 5.35m (W) x 3.8m (D). The stage is built from Metro Deck. The front 
of the stage is covered with serge, attached using velcro tape. 
 
All set items are required to be fire protected (using Flamebar or an equivalent flame retardant 
product) before the technical rehearsal period. 
 
It is not possible to extend the physical set beyond the edge of the stage, to ensure the correct 
amount of clearance between the front row and stage. 
 
If using the downstage left (DSL) stage exit, the relevant decking must be removed to ensure 
appropriate height clearance for entrances and exits. If the DSL exit is not being used, the decking 
can remain onstage.  
 
It is possible to paint, drill, and attach material to the auditorium walls and stage floor. Any holes 
created must be filled in during the get-out. Please note that if you paint any part of the space for 
your production, it must be painted black during your get-out (using Flints Black or an equivalent 
emulsion paint). Nothing can be attached or drilled into any part of the ceiling. 
 
If you are looking to paint in the space, you must provide your own paint rollers; during the paint and 
build process of the fit-up, please ensure that the auditorium carpets, seats and staircase are 
protected with dust sheets. Theatre503 holds a sizable stock of paint trays and various misc. paint 
tins, which you are able to use.  
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LIGHTING 

 
Power supply:  

●​ Three Phase (100amp max) 
●​ 2 x ETC ColourSource ThruPower Dimmers (24 x 10A each)  
●​ LX Bars split over 3 phases 
●​ All LEDs must run through a second universe 

 
Height from stage to lighting grid: 2.94m 
 
Maximum grid load per bar: 50kg static (distributed evenly) 

●​ 7 x fixed IWBs  
●​ 1 x full width temporary bar 
●​ 3 x full length bars 

 
Equipment 

●​ Control 
○​ ETC Nomad 512 (on laptop with Gadget II; 2 universes out) 

●​ LED Fixtures 
○​ 4 x Chauvet ColorDash Par H12P 
○​ 2 x Chauvet Professional Rogue R1X Wash Moving Head 

●​ Generic Fixtures 
○​ 3 x CCT Minuette Fresnels 
○​ 1 x Strand Quartet Fresnel 
○​ 5 x Acclaim Fresnel 
○​ 4 x CCT Minuette PC 
○​ 1 x Strand Prelude PC 
○​ 2 x Acclaim PC 
○​ 5 x Par64 
○​ 2 x Strand Prelude 15/30 
○​ 2 x Par16 (Birdie) 
○​ 2 x Household Flood 
○​ Various LED tapes, PSUs and drivers.  
○​ Various barn doors, shutters and gel frames. Please be aware that not all lanterns 

have barn doors, shutters or gel frames.  
 
Please note you must use the Theatre503 in-house laptop to operate the lighting for the show.​
 
We have 15A TRS and Grelcos available that will be sufficient for most lighting designs. If you are 

planning on bringing in extra fixtures please be advised that extra cabling will be required, and that 

you should endeavour to hire/source this equipment. 

We have a small supply of DMX cabling, but if you are using extra LED fixtures you should hire/source 
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enough cabling to power and run DMX to those fixtures. All LEDs must run through a second universe 

All external items will be required to show proof of PAT testing before being allowed to be used in 

the space. 

The house lights can be programmed to a channel in the lighting desk, but can also be operated 
manually.  
 
Please note that Theatre503 does not have a DMX-controlled haze and/or smoke machine, and 
that you will need to hire/source this equipment. Haze and smoke effects (including use of 
cigarettes and e-cigarettes/vapes) may be used at Theatre503, at the discretion and approval of the 
Theatre503 team.  
 
You are only permitted to use a haze or smoke machine for runs of more than 3 weeks. There is a 
separate haze and smoke form to complete in advance of get-in which will require approval before 
use, please speak to the General Manager a minimum of 5 weeks prior to get in. 
 
Due to emergency lighting within the theatre, a complete blackout is unachievable. 
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VIDEO 

●​ 1 x Optima EH504 projector (5000 lumens; hanging apparatus attached) 

●​ 50m VGA extension 

●​ Mac VGA adapter 

Please note that projection is not part of our standard rig at Theatre503. You must let us know at 

least two weeks prior to your get-in if you need the projector. 

Please allow sufficient time during your get-in for the installation and focusing of the projector as it is 

not part of the standard rig. 

Video is operated through QLab, installed on our Mac Mini. Please note you must use the Theatre503 

in-house laptop to operate the video for the show which runs alongside sound. 

Please note you must use the Theatre503 in-house laptop to operate the video for the show via 
QLab. 
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SOUND 

 
The sound system at Theatre503 has speakers that have fixed positions in the auditorium. If you wish 
to add additional speakers to the theatre, please speak to the Technical Manager no later than 2 
weeks prior to the get-in period.  
 

●​ Mac Mini (2021, Big Sur) 
●​ QLab 5 (Audio Pro licence)  
●​ 1 x Scarlett 18i20 

                                                                                                      
Speakers: 

●​ 4 x JBL Control 1 Pro (2 at FOH L&R and 2 at Rear Auditorium) 
●​ 2 x RCF Ayra Subs (Active) (Positioned under the seating bank) 
●​ 1 x RCF M501 (central upstage above Stage) 

Additional information:  

There are 2 stage mic tie-lines for on or off stage microphone(s). Please note we do not have any 
microphones and should you wish to use them you must bring your own. 

Please note you must use the Theatre503 in-house laptop to operate the sound for the show.
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AMENITIES 

 

There is one dressing room in the venue, with amenities including: 

●​ Small kettle 
●​ Small fridge 
●​ Clothing rail 
●​ Curtain (which can be used for privacy/space separation) 

There is an iron, ironing board, and steamer available for use in the venue. There are no laundry 
facilities available at the venue, please speak to the General Manager if you require laundry to be 
done while in the building. 
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